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Der  besteht aus einer Sender-Einheit (

) und einer Empfänger-Einheit ( . 
 
Der  dient der transparenten Übertragung von RS232-
Signalen über Cat-X-Kabel (x =5,6,7). Die Beschaltung entspricht der eines 
1:1-Verlängerungskabels Sub-D9-Buchse auf – Stecker. 
 
Der  wird mit dem Rechner verbunden, der 

 mit einem RS232-Gerät (z.B. Modem o.ä.). 
 
Anwendungsfelder sind Situationen, in denen Geräte mehr als die normaler-
weise für RS232-Verbindungen zulässigen ca. 9m vom dazugehörigen 
Rechner entfernt stehen. 

 
              RS232-Extender-Set 

 
 RS232 M/F-2 

 
 2 x externer AC-Adapter 

                         100-240 V, 0,5 A, 47 Hz – 63 Hz, 
 

 
Nur geregelte 5V-Spannungsversorgungen ist zu verwenden. Die positive 
Spannung liegt auf dem Mittelkontakt des Hohlsteckers. 
 
Bei Verwendung größerer oder ungeregelter Spannungen droht die Zerstörung 
des Gerätes. 
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Zur Installation des RS232-Extenders verfahren Sie wie in der folgenden 
Installationsskizze beschrieben.  
 

RS232-Extender COM
Rückseite

RS232-Extender COM
Frontseite

RS232-Extender CPU
Rückseite

RS232-Extender CPU
Frontseite

RS232-Extender CPU und -CON werden
über ein CAT-Kabel (Typ 5, 6, 7) miteinander 
verbunden

Anschluss an einer seriellen 
Schnittstelle des Rechners

 
Anschluss eines seriellen End- 
gerätes an der Schnittstelle »RS232«.
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Nach Einstecken der Spannungsversorgung muß die obere, gelbe LED 
"Power" angehen. 
 

 
 
Sind Sender und Empfänger mit CAT-x-Kabel verbunden, so leuchtet jeweils 
die untere, grüne LED "Link" auf.  
 
Diese LED geht bei fehlerhafter Verbindung aus, oder flackert oder dimmt ggf. 
bei Übertragungsfehlern. 
 
Diese Hinweise gelten sowohl für RS232-Extender-CPU als auch RS232-
Extender-CON. 
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Cat.5-Kabel defekt 
Cat.5-Kabel nicht sicher eingesteckt 
Es ist ein "Crossover"-Cat.5-Kabel eingesteckt (Crossover-Kabel 
werden normalerweise für "Uplink"-Verbindungen zwischen Ethernet-
Hubs eingesetzt, die Verdrahtung im Kabel läuft über Kreuz.) 
Das Kabel ist (deutlich) zu lang 
Logikbaustein LC4128V ist nicht programmiert 
Es ist ein Gerät im Standardbetrieb und eines im Slow-Mode 
miteinander verbunden 

 

Unterbrechung in einem Adernpaar des Cat.5-Kabels 
 

Cat.5-Kabel zu lang 
schlechte Steckverbindungen 
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115.200 bit/s (57.600bit/s slow mode) 
volle RS232C:  
TxD, RxD, RTS, CTS, DTR, DSR, RI, DCD 
bis 50V Potentialunterschied zwischen Sender 
und Empfänger (nur Signalleitungen, Schirm 
muß ggf. im Kabel entkoppelt werden) 
Der  Jumper "A" reduziert bei Einsatz 
die Datenrate auf 60% ("Slow Mode"), damit 
sind etwas größere Kabellängen möglich. Es 
muss dafür unbedingt auf  Seiten 
dieselbe Konfiguration eingestellt werden!  
5VDC, externes Steckernetzteil, mindestens 
300mA, geregelt 
kleiner 100mA (je Gerät), entsprechend ca. 
0,5W 
B=55mm, H=24mm, L=104mm 
abhängig von Kabelqualität, ca. 200m oder 
länger 
Betrieb:        5-45°C,  
rel. Luftfeuchte:  <80%; nicht kondensierend; 
Lagerung:      10-55°C,  
Luftfeuchtigkeit:  <85% 
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AWG26, S-STP, Montrose 
Emaxx CBL9646 

220m 300m 

AWG26, S-STP, ekumaxx 600 
flex (violett) 

230m 310m 

AWG24, UTP, Belden Datatwist 310m 420m 
AWG24, FTP, BICC Brand-Rexx 
GigaPlus 

340m 440m 

AWG24, UTP, Lucent/Avaya 
Systimax 

310m 420m 

AWG23, UTP-HF, BICC 
Millenium C6U 

320m 440m 

AWG23, STP, Daetwyler Uninet 
7002 

340m 440m 

AWG22, STP, Daetwyler Uninet 
7702 

340m 440m 

 

 

AWG26 200m 250m 
AWG24 260m 340m 
AWG23 280m 360m 
AWG22 280m 360m 
 

 
Kabel mit guter Übersprechcharakteristik (geringer Crosstalk) sind zu 
bevorzugen, ebenso Kabel mit Abschirmung. 
Kabel müssen unbedingt mindestens Kategorie 5 (Cat.5) entsprechen. 
Die besten Ergebnisse werden mit Kabeltypen mit AWG24-, AWG23- oder 
AWG22-Leitungsstärke erzielt. 



NOTIZEN



NOTIZEN
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The  consists of a transmitter unit ( ) 
and a receiver unit ( . 
 
The  is used for the transparent transmission of RS232 
signals via Cat-X cables (x =5,6,7). The connection is equivalent to a 1:1 
extension cable Sub-D9 jack to Sub-D9 plug. 
 
The  is connected to the computer, and the 

 is connected to an RS232 device (e.g. modem or similar). 
 
Application fields are situations in which devices are positioned more than the 
approx. 9m from the relevant computer normally permitted for RS232 
connections. 

 
 

              RS232 extender set 
 

 RS232 M/F-2 
 

        2 x external AC adapter 
                         100-240 V, 0.5 A, 47 Hz – 63 Hz, 
 

 
Only regulated 5V power supplies should be used. The positive voltage is on 
the centre contact of the hollow plug. 
 
When using greater or unregulated voltages, there is a risk of the device being 
destroyed. 
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To install the RS232 extender, proceed as described in the installation diagram 
below.  
 

RS232-Extender COM
Back

RS232-Extender COM
Front

RS232-Extender CPU
Back

RS232-Extender CPU
Front

RS232-Extender CPU and -CON are 
connected via a CAT cabel (type 5, 6, 7) 

Connection to a serial interface of
the PC

 

Connection of a serial device via 
the interface »RS232«.
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After plugging in the power supply, the top, yellow "Power" LED should come 
on. 
 

 
 
If the transmitter and receiver are connected using CAT-x cable, the relevant 
bottom, green "Link" LED will come on.  
 
This LED goes off when the connection is faulty, or flickers or becomes dimmer 
in the event of transmission errors where applicable. 
 
These notes apply both for the RS232 extender CPU and for the RS232 
extender CON. 
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Cat.5 cable faulty 
Cat.5 cable is not plugged in properly 
A "Crossover" cat.5 cable is plugged in (crossover cables are normally 
used for "Uplink" connections between Ethernet hubs, and the wiring 
in the cable runs crosswise.) 
The cable is (much) too long 
Logic module LC4128V is not programmed 
One device in standard mode and one in slow mode have been 
connected to one another 

 

Interruption in a wire pair in the cat.5 cable 
 

Cat.5 cable too long 
Poor plug connections 
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115.200 bit/s (57.600bit/s slow mode) 
full RS232C:  
TxD, RxD, RTS, CTS, DTR, DSR, RI, DCD 
up to 50V potential difference between 
transmitter and receiver (only signal lines, 
shield must be isolated in the cable where 
applicable) 
The  jumper "A" reduces the data rate 
to 60% when used ("Slow Mode") which 
means that slightly longer cables lengths can 
be used. It is essential that the same 
configuration is set on  sides in this case!  
5VDC, external power supply unit, minimum of 
300 mA, regulated 
less than 100 mA (per device), conforms to 
approx. 0.5W 
W=55 mm, H=24 mm, L=104 mm 
depending on cable quality, approx. 200m or 
longer 
Operation:        5-45°C,  
Rel. air humidity:  <80%; non-condensing; 
Storage:      10-55°C,  
Air humidity:  <85% 
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AWG26, S-STP, Montrose 
Emaxx CBL9646 

220M 300M 

AWG26, S-STP, ekumaxx 600 
flex (violett) 

230M 310M 

AWG24, UTP, Belden Datatwist 310M 420M 
AWG24, FTP, BICC Brand-Rexx 
GigaPlus 

340M 440M 

AWG24, UTP, Lucent/Avaya 
Systimax 

310M 420M 

AWG23, UTP-HF, BICC 
Millenium C6U 

320M 440M 

AWG23, STP, Daetwyler Uninet 
7002 

340M 440M 

AWG22, STP, Daetwyler Uninet 
7702 

340M 440M 

 

 

AWG26 200M 250M 
AWG24 260M 340M 
AWG23 280M 360M 
AWG22 280M 360M 
 

 
Cables with good crosstalk characteristics (less crosstalk) are preferable, 
as are cables with shielding. 
It is essential that cables are a minimum of category 5 (cat.5). 
The best results are achieved using cable types with AWG24, AWG23 or 
AWG22 line strength. 



NOTES



NOTES



NOTES



NOTES
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